JRS

Scaffolds
JRS RING SYSTEM'S node point- (Rosette) provides up to 8
connections in one plane. The 4 narrow punched-out holes, automatically align
the ledgers in the correct dimensions and at right angles. The 4 wide holes
. _ permit alignment of ledgers and diagonal braces at the angles required.
STANDARD WITH BOLTED SPIGOT
o Heigh Weigh Packagin
Product Code Description aight ot gy
Feet Lbs Qty Type

RL-VB-10-H Standard (1 Ring) 1"-8" 7.10 160 STEEL PALLETS
RL-VB-33-H Standard (2 Ring) 3-3" 12.22 160 STEEL PALLETS
RL-VB-411-H Standard (3 Ring) 4'11" 17.33 80 STEEL PALLETS
RL-VB-66-H Standard (4 Ring) 6'-6" 22.44 80 STEEL PALLETS
RL-VB-82-H Standard (5 Ring) 8'-2" 27.55 80 STEEL PALLETS
RL-VB-910-H Standard (6 Ring) 9'-9" 32.67 80 STEEL PALLETS

iz,
=
; LEDGER O-TYPE ¢
} Product Code Description LG s ik Raciaging
! Feet Lbs Qty Type
RL-H-20-H Ledger O-type ) 6.22 300 STEEL PALLETS
a) RL-H-30-H Ledger O-type 3 8.78 300 STEEL PALLETS
RL-H-36S-H Ledger O-type 3'-6" 10.00 250 STEEL PALLETS
RL-H-310-H Ledger O-type 310" 10.89 150 STEEL PALLETS
RL-H-40-H Ledger O-type 4 11.33 150 STEEL PALLETS
RL-H-50-H Ledger O-type 5 13.87 150 STEEL PALLETS
J RL-H-520-H Ledger O-type 52" 14.22 150 STEEL PALLETS
ﬁf\ RL-H-60-H Ledger O-type 6 16.40 150 STEEL PALLETS
i RL-H-70-H Ledger O-type T 18.93 150 STEEL PALLETS
RL-H-80-H Ledger O-type 8' 21.44 150 STEEL PALLETS
RL-H-90-H Ledger O-type 9 24.00 150 STEEL PALLETS
4 RL-H-100-H Ledger O-type 10 26.56 150 STEEL PALLETS
i
BASE COLLAR
Product Code Description Lengt |'¥éeight Fackaging
Feet Lbs Qty Type
RL-BC-L-H Starter/Base Collar 11.8" 5.35 300 | STEEL PALLET
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